56" R/W

A
Y

25'
ROADWAY

POWER

UTILITY VAULT FOOTING DRAIN (TYF

SANITARY SEWER —

1" D. COMPOST AMENDED TYPE 1 CB/EQUIV.

NATIVE SOIL (TILLED) m%v_mm%wz - 5 CENTER OF WITH 2" SUMP
TREE TO EDGE
POROUS CEMENT
eIk UTILTY DUeT PERFORATED UNDERDRAIN OF SIDEWALK CONC SIDEWALK
CONVEYANCE STORM 4” DEPTH WITH
: DRAIN_ LINE (HDPE) CRUSHED ROCK
Section MIX <5% FINES

25 Wide Street, 56' Right-of-Way

NOTE:

1. BERM LOCATIONS TO BE DETERMINED FROM SITE CONDITIONS

2. SLOPE OF STREETS <5% 25" Wide Street, 56’ Ri ht-of-Way
3. LOCATION OF VAULTS AND RACEWAYS UNDER DISCUSSION WITH SCL Dimensioned for Modeling

Source: MUP submittal 10-31-02 1-14-03
HIGH POINT DRAINAGE STUDY
DESICN COMPANY 815 Western Ave., Suite 400 1” =10’
B 206730376 Shallow Planting Strip (P-2" water surface depth)

FAX:  206.223.0125 nm




